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S U P P L E M E N T A L 
S E T U P I N S T R U C T I O N S 

C O V E R I N G 

M O D E L D36S , S B 3 6 , D48S a n d 5 8 4 8 SNOW B L O W E R S 

F o l l o w the Set Up I n s t r u c t i o n s pages 17 to 24 i n the C36S 
and C48S Manua l at tached w i t h the except ions l i s t e d be low. 

1. Page 21^ Par . 1 should r ead ; I n s t a l l the S t a b i l i z e r b r a c k e t to 
the i m p l e m e n t l e v e r c r o s s shaft on the t r a c t o r and secure w i t h two 
(2) h a i r p ins . F o l l o w p a r a g r a p h 2 on page 2 1 , 

2. Page 2 1 , Pa r . 3 should read : Connect the s t a b i l i z e r b r a c k e t to 
the l i f t p ivo t b r acke t us ing two (2) 3 /8 x 1 - 1 / 2 " cap s c r e w s , p i v o t 
bushings and l o c k nuts . F o l l o w paragraphs 4 t h r o u g h 11 on pages 
21 and 24. 

Be c e r t a i n the gear box i s c o r r e c t l y i n s t a l l e d . The longer 
(input) shaft { 2 - 1 / 2 " ) i s connected t o the engine d r i v e b e l t 
and the s h o r t e r (output) shaft {2") operates the auger j a c k 
shaft d r i v e b e l t , „ 

3. D i s r e g a r d pa rag raphs 12, 13 and 15 on page 24. 

4. Before p roceed ing w i t h the i n s t r u c t i o n s i n p a r a g r a p h 16, i n s t a l l 
the t r i a n g l e shaped b r a c k e t to the t w o f o r w a r d holes i n the t r a c t o r 
le f t l ever us ing the two 1/2" b o l t s , l ockwashe r s and nuts , 

5„ Check the l u b r i c a n t l e v e l i n the gear box. The l e v e l check p lug 
i s located on the outs ide of the gear box about t w o - t h i r d s up. L u b r i 
cant l e v e l m u s t be ma in t a ined w i t h i n 1/4" be low the check p lug 
opening. A d v i s e the cus tomer to r echeck the l u b r i c a n t l e v e l e v e r y 
40 hours o r 30 days ope ra t ion and addj, i f necessa ry , u s ing SAE #90 
Gear L u b r i c a n t . 



F O R E W A R D 

Your T r a c t o r i s now equipped w i t h a rugged and r e l i a b l e snow 
b lower f o r that w i n t e r snow r e m o v a l t ask . The Snow B l o w e r has 
been designed f o r easy ope ra t ion and m a x i m u m snow r e m o v a l . I t 
i s suggested tha t you r e a d the safety, ad jus tment , o p e r a t i n g , and 
maintenance suggest ions i n t h i s m a n u a l t h o r o u g h l y be fo re ope ra t ing 
the Snow B l o w e r . B y f o l l o w i n g the suggest ions o u t l i n e d i n t h i s 
manua l , you w i l l p r o l o n g the l i f e of the Snow B l o w e r and m a i n t a i n 
i t s m a x i m u m e f f i c i ency . 

H I F O L K S i - I ' m S a m m y S a f e t y . 

L o o k f o r m e t o p o i n t o u t 

i m p o r t a n t S a f e t y P r e c a u t i o n s 

HOU 

T e r m s l e f t and r i g h t , as used i n t h i s 
m a n u a l , r e f e r to the l e f t and r i g h t s ides 
of b l o w e r when f ac ing f o r w a r d f r o m the 
o p e r a t o r ' s seat . 
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E L B O W A N D D E F L E C T O R 

A D J U S T A B L E S K I D S H O E S 

F i g u r e 1. M o d e l C36S Snow B l o w e r on Case 130 T r a c t o r 

flOTt The J . I . Case Company r e s e r v e s t h e r i g h t t o make i m p r o v e 
ments i n des ign o r changes i n spec i f i ca t ions at any t i m e 
wi thou t i n c u r r i n g any o b l i g a t i o n to i n s t a l l t h e m on uni tp 
p r e v i o u s l y s o l d . 
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B E F O R E P L A C I N G B L O W E R I N O P E R A T I O N 
1. Check a l l s c r ews and nuts f o r p r o p e r t ightness and make c e r t a i n 
that a l l p a r t s a r e p r o p e r l y assembled . 
2. Tes t a l l con t ro l s f o r smooth ope ra t ion , 
3. Read Safety and Opera t ing Suggestions c a r e f u l l y f o r safe and 
p r o p e r use of b l o w e r . 

MOTB 

The b l o w e r i s p r e - l u b r i c a t e d at the f a c 
t o r y and i s ready f o r i m m e d i a t e ope ra t ion . 
Refer to l u b r i c a t i o n i n s t r u c t i o n s fo r l o 
cat ion of l u b r i c a t i n g po in t s and r e q u i r e d 
l u b r i c a n t . 

Never a t tempt t o s e r v i c e o r make a d 
jus tmen t s w h i l e the snow b l o w e r i s o p 
e r a t i n g . 

B L O W E R O P E R A T I N G C O N T R O L S 
A N D A D J U S T M E N T S 

(See F i g u r e 1} 

Operat ion of the b l o w e r i s accompl i shed by th ree separate c o n 
t r o l s : c l u t ch r o d , elbow c rank , and t r a c t o r l i f t l e v e r . A l l c o n t r o l s 
a r e w i t h i n easy r e a c h f r o m the o p e r a t o r ' s p o s i t i o n on the t r a c t o r . 

C l u t c h R o d 

Located on l e f t side of t r a c t o r , s t a r t s and stops r o t a t i o n of auger . 
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T o S t a r t 
Disengage hook on c l u t c h r o d f r o m guide a r m and a l l o w r o d t o 

move back t h r o u g h guide i n a r m . Do not l e t c l u t c h r o d "snap" back . 
A l l o w c l u t c h r o d t o move back s l o w l y u n t i l i d l e r p u l l e y r e s t s f i r m l y 
on d r i v e be l t . 

T o S t o p 

Push c l u t c h r o d f o r w a r d u n t i l hook passes t h r o u g h guide i n the 
a r m . A l l o w r o d to m o v e back u n t i l hook on r o d engages w i t h the 
guide . 

E l b o w C r a n k (See F i g u r e 1) 

Right hand s ide . T u r n c r a n k t o the r i g h t o r the l e f t t o change 
d i r e c t i o n of snow d i scha rge . F u l l 180° r o t a t i o n , 90* r i g h t , f r o n t and 
90** l e f t . 

T r a c t o r I m p l e m e n t L i f t L e v e r 

Loca ted on r i g h t s ide of t r a c t o r and i s used to r a i s e and l o w e r 
b l o w e r . B y p u l l i n g l e v e r back and l o c k i n g i n . r e a r no t ch i n quadran t , 
auger i s r a i s e d In to t r a n s p o r t p o s i t i o n . M o v i n g l e v e r f o r w a r d p laces 
b l o w e r i n ope ra t i ng p o s i t i o n . L i f t handle m u s t be i n f u l l f o r w a r d 
p o s i t i o n t o a l l o w the b l o w e r t o f l o a t . A l s o keep the l i f t r e l ea se l e v e r 
depressed w i t h r i g h t hee l to i n s u r e f l o a t a t i o n . 

O P E R A T I N G A D J U S T M E N T S 

W h e n m a k i n g any ad jus tments on the snow 
b l o w e r , t u r n t r a c t o r engine off. 

L i f t S p r i n g A d l u s t m e n t (See F i g u r e 2) 

The func t ion of the l i f t s p r i n g i s t o adjust the amount o f w e i g h t 
of the auger when l o w e r e d i n ope ra t i ng p o s i t i o n . The g r e a t e r the 
s p r i n g t ens ion the l e s s the auger we ighs a l l o w i n g auger t o f l o a t on a 
r o u g h o r uneven su r f ace . D e c r e a s i n g s p r i n g t e n s i o n i n c r e a s e s auger 
we igh t r e d u c i n g the amount of f l o a t i n g ac t i on and a l l o w i n g auger t o 
c lean close o n a s m o o t h , l e v e l su r f ace . The f o l l o w i n g ad jus tmen t i s 
r ecommended as a s t a r t i n g po in t . A f t e r some p l o w i n g expe r i ence , 
you can d e t e r m i n e how m u c h s p r i n g t ens ion i s r e q u i r e d t o f i t you r 
p l o w i n g r e q u i r e m e n t s . 
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F i g u r e 2 

1, Raise b l o w e r up in to t r a n s p o r t p o s i t i o n by m o v i n g l i f t handle to 
the r e a r p o s i t i o n . 
2. T u r n s p r i n g c r a n k c l o c k w i s e u n t i l top of s p r i n g i s 1 - 1 / 2 " f r o m 
top of c r ank b r a c k e t . 

D e f l e c t o r (See F i g u r e 1) 

The de f lec to r moun ted on top of e lbow d e t e r m i n e s the d is tance 
snow i s t h r o w n . B y m o v i n g top of de f l ec to r down decreases d i s tance 
of t h r o w and r a i s i n g def lec to r inc reases d i s tance of t h r o w . O p e r a t o r 
m u s t get off the t r a c t o r t o make t h i s ad jus tment . Disengage auger 
c lu tch and stop engine before m a k i n g t h i s ad jus tment . 

S k i d S h o e A d j u s t m e n t 

The s k i d shoe mounted on each s ide o f auger hous ing adjus ts the 
distance the s c r ape r blade i s r a i s e d above the p l o w i n g s u r f a c e . R e 
m o v i n g snow f r o m a g r a v e l d r i v e w a y o r an uneven su r f ace , i t i s 
advisable to keep s c r a p e r blade as h i g h above the su r face as p o s s i b l e 
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S K I D S H O E S S E T F O R M I N I M U M 
S C R A P E R B L A D E C L E A R A N C E 

F i g u r e 3 

to p r even t poss ib le damage to auger . On b l a c k top o r concre te s u r 
face , keep s c r ape r blade as c lose to the surface as p o s s i b l e . Skid 
shoes can be adjus ted so that s c r a p e r blade w i l l r e s t d i r e c t l y on the 
surface by t u r n i n g s k i d shoes a round so that f lange on b o t t o m of 
s k i d shoes extends beyond auger hous ing . T h i s i s adv isab le on an 
e x t r e m e l y s m o o t h sur face on ly . (See F i g u r e s 3 and 4.) 

T o A d j u s t S k i d S h o e s (See F i g u r e 5) 

Raise b l o w e r a few inches off the g round and loosen 6 nuts se
c u r i n g s k i d shoes to auger housing (3 nuts on each s ide ) . Move s k i d 

S K I D S H O E S S E T F O R M A X I M U M 
S C R A P E R B L A D E C L E A R A N C E 

F i g u r e 4 



\D SHOE M T G . N U T S 

F L A N G E O F S K I D SHOE 

\ 
S C R A P E R B L A D E 

M T G . N U T S 

F i g u r e 5 

shoes up o r down to d e s i r e d p o s i t i o n and t i gh t en nuts s e c u r e l y . A d 
ju s t both s k i d shoes t o the same height to keep auger l e v e l . 

E l b o w D r i v e T u b e A d j u s t m e n t (See F i g u r e 6) 

I f e lbow w i l l not h o l d i t s p o s i t i o n and tends t o r o t a t e , adjus t l o c k 
nut on end of e lbow d r i v e tube eye b o l t . T i g h t e n l o c k nut 1/8 t u r n 
and check r o t a t i o n of d r i v e tube by t u r n i n g e lbow c r a n k . A s m a l l 
amount of r e s i s t ance should be encounte red . I f e lbow s t i l l tends t o 
ro t a t e , repea t ad jus tment . Do not ove r t i gh t en nut . T i g h t e n u n t i l 
e lbow holds i t s p o s i t i o n . 

F i g u r e 6 



B e l t A d j u s t m e n t 

1. I n i t i a l D r i v e B e l t ( f r o m engine) . When p r o p e r l y t ens ioned , t h i s 
be l t w i l l not de f lec t m o r e than 3/8"Tinder f i nge r p r e s s u r e m i d w a y 
between the p u l l e y s . I f ad jus tment i s r e q u i r e d , r e f e r to p a r a g r a p h 9 
under " M o u n t i n g B l o w e r on T r a c t o r . " 
2, Secondary (Jackshaft) D r i v e B e l t . T h i s be l t should be adjus ted to 
have between 2 - 1 / 4 " and 2 - 1 / 2 " c lea rance between the upper and 
l o w e r sec t ions at the i d l e r , F i g u r e 22, when the c l u t c h r o d i s engaged. 
The ad jus t ing b r a c k e t s . F i g u r e 22, can be lengthened o r shor tened 
as necessary to adjust the b e l t . 

•YEfi. MR PBALER. I V E 
5TUP1EP THE MANUAb" 
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S A F E T Y S U G G E S T I O N S 

T r a i n i n g 
1. Rega rd you r snow b l o w e r as a p iece of p o w e r equ ipment and be 
su re t h i s i s i m d e r s t o o d b y a l l who opera te i t . j 
2. Never a l l o w c h i l d r e n o r yo img t een -age r s t o opera te the t r a c t o r ; 
and snow b l o w e r . 
3. Be su re you know how t o stop the t r a c t o r and auger a t a m o m e n t ' s 
no t ice . 
4 . I n s t r u c t c h i l d r e n t o keep away f r o m the a r e a of o p e r a t i o n at a l l 
t i m e s . 

P r e p a r a t i o n 

1. Check the t r a c t o r and b l o w e r to make c e r t a i n b o t h a r e i n good 
opera t ing cond i t i on . | 
2. F i l l gas t ank out of doo r s and a v o i d s p i l l i n g gaso l ine ove r engine . | 
Do not f i l l t ank w i t h gaso l ine w h i l e s m o k i n g o r w h i l e engine i s r u n n i n g . 
3. Do not r e m o v e any guards o r c o v e r s w h i l e o p e r a t i n g t r a c t o r and 
b l o w e r . 

O p e r a t i o n 

1. Give comple te and u n d i v i d e d a t t en t ion to the j o b a t hand . 
2. Keep the a r e a c l e a r of a l l p e r s o n s , p a r t i c u l a r l y s m a l l c h i l d r e n . 
3. Stop engine when t r a c t o r i s unat tended. I 
4 . Disengage auger c l u t c h when someone approaches . 
5. Do not a l l o w anyone other than the o p e r a t o r t o r i d e o n the t r a c t o r 

o r to be towed beh ind . 
6. E x t r e m e cau t ion should be e x e r c i s e d under s l i p p e r y cond i t i ons . 

Reduce f o r w a r d speed. I n s t a l l t i r e chains t o t r a c t i o n whee l s f o r 
added safety. 

7. Do not a t t emp t to c l e a r auger o r d i s cha rge e lbow w h i l e engine i s 
r u n n i n g . 

8. When changing p o s i t i o n of the d e f l e c t o r , disengage the auger y 
c lu t ch . I 

9. Never d i r e c t snow d i s cha rge a t people o r b u i l d i n g s , 
10, Disengage auger c l u t c h when t r a n s p o r t i n g . 
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M a i n t e n a n c e a n d S t o r a g e 
1, F o l l o w I m p l i c i t l y the m a n u f a c t u r e r ' s r e c o m m e n d a t i o n s f o r m a i n 
tenance. 
2, Have a competent s e r v i c e m a n make t h o r o u g h i n s p e c t i o n o f the 
snow b lower before the snow season begins . 
3. Store gasol ine i n a safe con ta ine r . Store conta iner i n a c o o l , d r y 
p lace , not i n the house o r near heat ing app l iances . 
4 . Keep the snow b l o w e r , t r a c t o r and gas con ta ine r i n l o c k e d s to rage 
to p r e v e n t c h i l d r e n f r o m p l a y i n g and t a m p e r i n g w i t h t h e m , 
5. M a x i m u m snow r e m o v a l r e s u l t s and safety can on ly be e3q>ected 
i f the snow b l o w e r i s m a i n t a i n e d and opera ted c o r r e c t l y , 
6, Gasol ine po w er ed equ ipment o r fue l con ta ine r s should not be 
s to red i n basement o r i n any c losed a rea w h e r e hea t ing appl iances 
o r open p i l o t l i g h t s a r e p re sen t , un less f u e l i s c o m p l e t e l y d r a i n e d 
f r o m power equ ipment o r f u e l con t a ine r s . 

Before the f i r s t s n o w f a l l , the a r e a i n w h i c h snow r e m o v a l i s t o take 
place should be c l e a r e d of a l l s tones , s t i c k s , e tc . , w h i c h m i g h t be 
p i c k e d up by the auger . A n y obs tac les should be m a r k e d t o p r e v e n t 
t r a c t o r and b l o w e r f r o m be ing d r i v e n i n t o t h e m . 

T o become f a m i l i a r w i t h the c o n t r o l s , opera te the t r a c t o r and snow 
b l o w e r i n a c l e a r a r e a before r e m o v i n g snow. The m o r e f a m i l i a r 
you become w i t h the snow b l o w e r , the b e t t e r r e s u l t s you w i l l have 
i n i t s use. 

A l i g h t coat of wax app l i ed t o the in s ide su r faces of auger hous ing 
p reven t s snow and i ce f r o m s t i c k i n g to i t . The i n s i d e of e lbow and 
de f l ec to r should be waxed s e v e r a l t i m e s d u r i n g the snow r e m o v a l 
season. 

A l l o w ample engine w a r m up t i m e be fore s t a r t i n g snow r e m o v a l . 

Best r e s u l t s a r e obta ined when snow i s r e m o v e d as soon as poss ib l e 
af ter i t f a l l s . 

O P E R A T I N G S U G G E S T I O N S 

Disengage auger c l u t c h when s t a r t i n g en
gine and when t r a n s p o r t i n g auger . 
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O P E R A T I O N 
The snow b l o w e r c o n t r o l s a r e conven ien t ly l oca t ed at the o p e r a t o r ' s 
p o s i t i o n on the t r a c t o r . B y engaging the auger c l u t c h , snow i s t h r o w n 
th rough e lbow by the m o t i o n o f the auger . T u r n i n g e lbow c r a n k 
d i r e c t s snow d i scha rge and de f l ec to r c o n t r o l s d i s tance snow i s 
t h r o w n . 

S n o w C o n d i t i o n s 

Snow r e m o v a l condi t ions v a r y so g r e a t l y f r o m the f i r s t l i g h t f l u f f y 
snowfa l l t o the w e t heavy snow tha t o p e r a t i n g i n s t r u c t i o n s m u s t be 
f l e x i b l e t o f i t snow r e m o v a l encounte red . The o p e r a t o r m u s t adapt 
the t r a c t o r and snow b l o w e r t o depth of snow, w i n d d i r e c t i o n , t e m p 
e r a t u r e , and su r face cond i t i ons . 

O p e r a t i n g S p e e d 

The auger speed i s d i r e c t l y r e l a t e d t o engine speed. F o r m a x i m u m 
snow r e m o v a l and d i s c h a r g e , m a i n t a i n h igh engine R P M ( t h r e e -
q u a r t e r s to f u l l governed t h r o t t l e ) . A l w a y s opera te the t r a c t o r i n 
l o w range f o r safe and e f f i c i en t snow r e m o v a l . The speed c o n t r o l 
l eve r should be adjus ted to p r o v i d e a g round speed m o s t c o m p a t i b l e 
w i t h the snow r e m o v a l cond i t i ons . 

I n deep, d r i f t e d , o r banked snow, i t w i l l be n e c e s s a r y to use f u l l 
governed t h r o t t l e and v e r y s low l o w range g r o u n d speed. D r i v e the 
auger i n t o the snow, disengage t r a c t o r c l u t c h and a l l o w b l o w e r to 
c lear the snow. Repeat t h i s me thod u n t i l a p a t h i s c l e a r e d . On the 
second pass , o v e r l a p the f i r s t enough to a l l o w the b l o w e r t o handle 
the snow w i t h o u t r e p e a t e d l y s topping the t r a c t o r . 

I n e x t r e m e l y deep snow, r a i s e auger f r o m the g r o u n d , d r i v e t r a c t o r 
ahead i n the deep snow t o r e m o v e top l a y e r s f i r s t . Disengage t r a c t o r 
c lu t ch and a l l o w auger t o c l ea r i t s e l f . R e v e r s e t r a c t o r and l o w e r 
auger t o the g r o u n d . D r i v e t r a c t o r ahead and repea t p r o c e s s t o r e 
move balance of snow. W o r k i n g w i t h r epea t ed passes i n t o and out of 
d r i f t s w i l l even tua l ly m o v e even the deepest of snow p i l e s . 

O p e r a t i n g T i p s 

1. Whenever p o s s i b l e , d i scha rge snow down w i n d . 
2 . Do no t a t t e m p t t o r e m o v e i ce o r h a r d packed f r o z e n snow, 
3. A l w a y s o v e r l a p each pass s l i g h t l y t o a s su re comple t e snow r e 
m o v a l . 
4 . A f r o z e n o r s tuck aviger or e lbow m u s t be b r o k e n loose o r thawed 
w i t h c a r e . 
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SNOW REMOVED TO EITHER SIDE 

F i g u r e 7 

M E T H O D S (See F i g u r e s 7 and 8) 

A def in i te p a t t e r n of ope ra t i on i s r e q u i r e d to t h o r o u g h l y c lean 
the snow a r e a . T h i s p a t t e r n w i l l a v o i d a second r e m o v a l of snow 
and a v o i d t h r o w i n g snow i n unwanted p l a c e s . W h e r e i t i s pos s ib l e 
t o t h r o w snow t o r i g h t and l e f t , as on a l o n g d r i v e w a y , i t i s advan 
tageous t o s t a r t i n the m i d d l e . P l o w f r o m one end t o the opposi te 
end t h r o w i n g snow t o b o t h s ides w i t h o u t changing d i r e c t i o n of d i s 
charge e lbow. I f snow can on ly be t h r o w n to one s ide of the d r i v e w a y 
o r s i d e w a l k , s t a r t on the opposi te s i de . A t the end of each pass , 
ro t a t e e lbow 180 ' f o r the r e t u r n pass . A t the end of each succeeding 
pass , ro t a t e chute 180* to m a i n t a i n d i r e c t i o n of t h r o w i n t o the same 
a rea . 

U S E O F T I R E C H A I N S 

The use o f t i r e chains i s op t i ona l w i t h the o p e r a t o r . The e x t r a 
t r a c t i o n w i t h t i r e chains g ives the t r a c t o r o p e r a t o r m a n e u v e r a b i l i t y 
i n handl ing heavy snow r e m o v a l j o b s . T i r e cha ins a r e s o l d as 
acces so r i e s by y o u r dea le r and a r e n o t - i n c l u d e d w i t h the b l o w e r . 

N O S N O W PILED O N LEFT SIDE 

START O N LEFT SIDE 

F i g u r e 8 
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C H A I N A N D C A B L E 
L U B R I C A N T 

Pene t ra t ing l u b r i c a n t and 
r u s t p reven t ive f o r a l l 
chains and cables . F i g u r e 9 

M A I N T E N A N C E 
L u b r i c a t i o n (See F i g u r e 9) 

L u b r i c a t i o n po in t s A t h r o u g h C a re l u b r i c a t e d t h r o u g h grease 
f i t t i n g . L u b r i c a t e these po in t s before each ope ra t i ng season and 
as r e q u i r e d d u r i n g the season w i t h a good grade of p r e s s u r e gun 
grease . 

A . Jackshaft Hous ing 
B„ I d l e r B r a c k e t 
C. Elbow C o l l a r - • • 
D. Auger d r i v e cha in : L u b r i c a t e cha in e v e r y 40 ope ra t i ng hours 

w i t h Case heavy duty Chain and Cable L u b r i c a n t ( F i g u r e 9) a-
va i l ab le t h r o u g h your Case Compact T r a c t o r dea l e r . I t i s 
i m p o r t a n t tha t o i l reaches ins ide each r o l l e r . Wipe off e x 
cess o i l f r o m cha in . 

E . P i v o t and f r i c t i o n po in t s : T o m a i n t a i n smoo th and f r e e ope ra 
t i o n , apply a few d rops of No. 30 o i l as r e q u i r e d t o a l l p i v o t 
and f r i c t i o n po in t s . (F igu re 9 shows a few po in t s to be l u b r i 
cated.) 

The auger and i d l e r p u l l e y bea r ings a r e s e l f - l u b r i c a t i n g and no 
add i t iona l l u b r i c a t i o n i s r e q u i r e d . 

B l o w e r D r i v e B e l t A d j u s t m e n t (See F i g u r e 22) 

P e r i o d i c a l l y check b l o w e r d r i v e be l t s to i n s u r e tha t they a r e 
p r o p e r l y adjusted. I t i s i m p o r t a n t to m a i n t a i n p r o p e r b e l t ad jus t 
ment to obta in m a x i m u m b e l t l i f e . B e l t adjus tments a r e cove red on 
page 8. 



F i g u r e 10 ' 1 

I f i n i t i a l d r i v e be l t i s s t r e t ched beyond adjus t ing s lo t s i n guide 
a r m s , r ep lace w i t h a new b e l t of the type spec i f i ed i n p a r t s l i s t . 

A u g e r D r i v e C h a i n A d j u s t m e n t (See F i g u r e 10) 

Excess ive s l a ck i n auger d r i v e chain due t o n o r m a l cha in s t r e t c h 
can be r e m o v e d by adjus t ing jackshaf t housing nu ts . 

T o A d j u s t A u g e r C l i a i n 

1. Disengage auger c l u t c h and loosen the t w o l o w e r m o u n t i n g nuts 
(A) 2 o r 3 comple te t u r n s . 
2. T ighten the two upper mount ing nuts (B) to t i g h t e n cha in . Make 
ce r t a in nuts (B) a r e t u r n e d the same amount to keep jackshaf t housing 
p a r a l l e l w i t h auger hous ing . 

CAUTION 
f 

Do not over t igh ten chain . A c o r r e c t l y 
adjusted cha in w i l l have a s l i g h t amount 
of s l ack . Ove r t i gh t en ing w i l l r e s u l t i n 
e a r l y f a i l u r e of the chain . 

3. T igh ten l o w e r nuts (A) t o secure cha in ad jus tment . Check cha in 
c learance so as not to s t r i k e auger housing. Tes t cha in and repea t 
adjustment i f necessary u n t i l a l l excess s l a ck i s r e m o v e d . 
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S c r a p e r B l a d e a n d S k i d S h o e s (See F i g u r e 5) 

Both the s c r ape r blade and s k i d shoes a r e subject t o wea r and 
a r e designed to be r e a d i l y r ep laceab le . Replace be fore w e a r Is 
excessive so as not to damage the auger housing. 

R E M O V I N G A U G E R F R O M T R A C T O R 

1. Locate t r a c t o r w i t h b l o w e r as c lose as poss ib le to the place where 
the b l o w e r w i l l be s t o r e d . 
2 . W i t h b l o w e r i n t r a n s p o r t p o s i t i o n , loosen gear box moun t ing and 
remove w i t h c l u t c h r o d . Remove d r i v e be l t s f r o m engine p u l l e y and 
gear box p u l l e y s . T u r n l i f t s p r i n g coun te r c lockwise u n t i l c r a n k i s 
a l m o s t t u r n e d out of s p r i n g . 
3. L o w e r the b l o w e r t o ope ra t ing p o s i t i o n . Remove the b o l t f r o m 
l i f t a r m . 
4 . Remove the two l i f t a s sembly moun t ing s c r e w s f r o m l i f t p i v o t 
b r a c k e t . Disengage p i v o t bar f r o m notches i n l i f t p i v o t b r a c k e t and 
move t r a c t o r away f r o m b l o w e r . R e i n s t a l l moun t ing s c r e w s i n l i f t 
p i v o t b racke t and r e m o v e p i v o t b r a c k e t f r o n t m o u n t i n g p la te of 
t r a c t o r . 
5. r*emove the l i f t p i v o t b r a c k e t and b r a c e . 

To p reven t ha rdware and s m a l l p a r t s f r o m being l o s t , p lace t h e m 
i n a bag o r l i k e conta iner and a t t ach to auger . 

A t the end of the snow season, the f o l l o w i n g steps a r e r e c o m 
mended: 

1. Remove snow b l o w e r a s sembly f r o m t r a c t o r . 
2. Wash off any sa l t deposi t w h i c h m a y have d r i e d on the auger and 
housing. Pa in t o r cover exposed m e t a l w i t h a l i g h t coat of o i l . Case 
Touch-up E n a m e l i s ava i l ab le t h r o u g h your Case Compac t T r a c t o r 
dea le r . See F i g u r e 10. 
3. Serv ice the b l o w e r f o l l o w i n g l u b r i c a t i o n i n s t r u c t i o n s on page 13, 
Auger d r i v e cha in m u s t be o i l e d t ho rough ly u s ing Case Cha in and 
Cable L u b r i c a n t t o p r e v e n t r u s t f r o m f o r m i n g . 
4 . Store snow b l o w e r i n a d r y p l ace . 

M O U N T I N G S N O W B L O W E R O N T R A C T O R 
Before the snow r e m o v a l season begins , i t i s advisable t o check 

b lower comple te ly to i n s u r e i t i s i n good ope ra t ing c o n d i t i o n . 

1 , Mount l i f t p i v o t b r acke t and b r ace s to f r o n t m o u n t i n g p la te on 
t r a c t o r and r e m o v e l i f t a s sembly m o u n t i n g s c r e w s f r o m l i f t p i v o t 
b racke t (See F i g u r e 21.) 

S T O R I N G S N O W B L O W E R 



2 . A l i g n r e a r o f b l o w e r l i f t a s s e m b l y w i t h l i f t p i v o t b r a c k e t . Engage 
p i v o t bar i n notches near b o t t o m of l i f t p i v o t b r a c k e t . L i f t a r m 
m u s t s l i de between f r o n t whee l s and under t r a c t o r . (See F i g u r e 21) . 
3. P i v o t l i f t a s s e m b l y back u n t i l holes i n l i f t a s s e m b l y l i n e up w i t h 
holes i n l i f t p i v o t b r a c k e t . I n s e r t m o u n t i n g s c r e w t h r o u g h holes and 
t i g h t e n s e c u r e l y i n t o l i f t p i v o t b r a c k e t (See F i g u r e 21.) 
4 . Connect l i f t a r m t o l i f t l e v e r . (See F i g u r e 21.) 
5. I n s t a l l gear box , c l u t c h r o d , and d r i v e b e l t . See d i a g r a m s 8 and 
9 imder " M o u n t i n g B l o w e r on T r a c t o r . " 
6 . W i t h secondary d r i v e b e l t p o s i t i o n e d a r o u n d b l o w e r d r i v e p u l l e y , 
push i d l e r a r m f o r w a r d as f a r as pos s ib l e and p lace d r i v e b e l t a r o u n d 
gear box p u l l e y . A l l o w i d l e r a r m t o move back u n t i l hook on c l u t c h 
r o d engages c l u t c h a r m . 
7. Check b e l t ad jus tment . Refer to s e t t i ng up i n s t r u c t i o n s " B l o w e r 
D r i v e B e l t A d j u s t m e n t " i n s t r u c t i o n s . 
8. Raise b l o w e r i n t o t r a n s p o r t p o s i t i o n and adjus t auger l i f t s p r i n g 
to d e s i r e d t ens ion . (See F i g u r e 2.) 
9. Be fo re ope ra t i ng the snow b l o w e r , r e v i e w the ad jus tment and 
maintenance i n s t r u c t i o n s . 

CLUTCH ROD EXTENSION I N I T I A L DRIVE B E L T 
F i g u r e 11 
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S E T - U P I N S T R U C T I O N S 

U n p a c k i n g 
The snow auger and a l l necessa ry p a r t s a n d h a r d w a r e a r e packed 

i n one c a r t o n . Unpack ca r ton c a r e f u l l y to i n s u r e a l l p a r t s a r e r e 
moved . Remove s c r e w and lock nut fas tening c l u t c h and c r a n k a r m s 
together . Save s c r e w and l o c k nut to be used l a t e r f o r a t t ach ing 
c lu t ch a r m . L a y p a r t s out and assemble as f o l l o w s : (See F i g u r e 11). 

B l o w e r P r e a s s e m b l y 

I t i s suggested to r ead the se t t ing up i n s t r u c t i o n s be fore a s s e m 
b l i n g and a t tach ing auger to t r a c t o r . T h i s w i l l help t o f a m i l i a r i z e 
y o u r s e l f w i t h the auger and p a r t s . 

Before a s sembl ing b l o w e r , r e m o v e s p r i n g t e n s i o n f r o m l i f t 
a s sembly as f o l l o w s : (See F i g u r e s 12 and 13.) 

1. A f t e r r e m o v i n g auger housing f r o m c a r t o n , p o s i t i o n hous ing w i t h 
l i f t a s sembly fac ing up. 
2. Stand i n f r o n t of auger hous ing . W i t h you r l e f t hand, p u l l top o f 
l i f t a s sembly down and t o w a r d you . W i t h you r r i g h t hand, unhook 
c lu t ch s p r i n g f r o m auger hous ing . 
3. A f t e r unhooking c lu t ch s p r i n g , a l l o w l i f t a s s e m b l y to move away 
f r o m you u n t i l s p r i n g t ens ion i s r e l ea sed . Remove c l u t c h s p r i n g 
and place i n bag of p a r t s u n t i l t i m e of i n s t a l l a t i o n . 
4 . W i t h auger i n the same p o s i t i o n ( l i f t a s sembly f a c i n g u p ) , s l i de 
l i f t tube a r m next to l i f t b r a c k e t . 
5. A l i g n hole i n l i f t tube a r m w i t h hole i n l i f t b r a c k e t . I n s e r t 3 / 8 " x 
1 " s c r e w t h r o u g h holes and fasten s e c u r e l y w i t h l o c k nu t . 

S P R I N G T E N S I O N 

F i g u r e 12 
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L I F T T U B E A R M 
S L I D E A R M T O 
B R A C K E T 

P O S I T I O N O F L I F T 
A 5 5 E M . A F T E R 
S P R I N G T E N S I O N 
IS R E L E A S E D 

F i g u r e 13 

L O C K N U T ^ ^ R f l X r S C R E W 

L I F T P I V O T BRACKET^ 

T T U B E A R M I 

F i g u r e 14 

18 



6. Place the e lbow c r ank t h r o u g h the guide on the c r a n k a r m and 
connect to the eye b o l t (F igu re 17) on the r e a r r i g h t s ide of the 
b l o w e r housing. P r e s s the p l a s t i c bushing i n t o the c r a n k guide . 
7. Secure the c r ank a r m and c r a n k a r m b r a c e t o the upper l i f t 
b r acke t ( F i g u r e 17) w i t h t w o 3 / 8 " x 1 " cap s c r e w s , l o c k w a s h e r s , 
and hex nuts . T i g h t e n the l o w e r cap s c r e w on the c r a n k a r m b r a c e 
w h i c h was p r e a s s e m b l e d to the upper l i f t b r a c k e t . 
8. Secure the i d l e r a r m ( F i g u r e 18) to i d l e r b r a c k e t w i t h the 5 / 1 6 " x 
3 / 4 " cap s c r e w and lock nut . Be sure the square guide on the i d l e r 
a r m i s r e s t i n g evenly on the i d l e r b r a c k e t before t i g h t e n i n g the l o c k 
nut. 
9. P o s i t i o n f ron t of elbow t o w a r d r e a r of auger hous ing and s l i p 
elbow over auger c o l l a r . See F i g u r e 15. H o l d i n g b r a c k e t m u s t go 
t h r o u g h s lo t i n r i n g . Rotate elbow ISO" ( f ront f ac ing f o r w a r d ) , make 
c e r t a i n ho ld ing b r a c k e t s l i p s over r i n g . 
10. Loosen s c r e w on lef t side of e lbow c o l l a r . Remove tape f r o m 
a round elbow d r i v e cable and make c e r t a i n bo th ends of cable a r e 
t h r o u g h cable gu ide . The end of cable that comes off f r o n t of d r i v e 
tube goes a round f r o n t of e lbow c o l l a r and r e m a i n i n g end goes a r o i m d 
r e a r . See F i g u r e 16. 
1 1 . On le f t s ide of e lbow, t h r e a d ends of cable be tween s p e c i a l 
washer and f l a t washer . Make c e r t a i n cable i s not t ang led on d r i v e 
tube. P u l l ends of cable u n t i l a l l s l a c k i s r e m o v e d f r o m cable . Do 
not p u l l cable too t i g h t , j u s t enough to r e m o v e the s l a c k . T i g h t e n 
s c r e w on lef t side of e lbow t o l o c k cable to e lbow. 

F i g u r e 15 
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M o u n t i n g B l o w e r o n T r a c t o r 
1. P reassemble the t w o (2) s t a b i l i z e r b a r s . F i g u r e 2 1 , to the l i f t 
p i v o t b r a c k e t u s i n g t w o p i v o t bush ings , 3 / 8 " x 1 - 1 / 2 " cap s c r e w s , 
l o c k w a s h e r s , and hex nu t s . P o s i t i o n the p i v o t bush ings between the 
lugs on the p i v o t b r a c k e t be fore i n s e r t i n g the cap s c r e w s . 
2 . A t t a c h the l i f t p i v o t b r a c k e t t o the f r o n t m o u n t i n g lugs on the 
t r a c t o r u s i n g t w o 5 / 8 " p i n s and r e t a i n e r s , 
3. Connect the s t a b i l i z e r b a r s . F i g u r e 2 1 , to the holes i n the t r a c t o r 
f r a m e imder the engine pad u s i n g t w o (2) 5 / 8 " p ins and r e t a i n e r s . 

MOTt 

The r i g h t hand s t a b i l i z e r ba r m o u n t s on 
the ins ide o f the t r a c t o r f r a m e . The l e f t 
hand s t a b i l i z e r ba r mounts on the outs ide 
of the t r a c t o r f r a m e . 

4 . Connect the gear box m o u n t i n g b r a c k e t . F i g u r e 19, t o the tube on 
the l i f t p i v o t b r a c k e t . 
5. P o s i t i o n the gear box on the m o u n t i n g b r a c k e t and b o l t snug ly w i t h 
t w o (2) 3 / 8 " N , F . x 3 / 4 " cap s c r e w s , p l a i n w a s h e r s , and l o c k w a s h e r s . 
6. W i t h gear box cover b o l t s loose , p lace the s h o r t e r d r i v e b e l t 
ca re fu l ly a round the f an and on to the engine p u l l e y . Connect the 
b e l t to the input p u l l e y on the gear box . 
7. Loosen the gene ra to r m o u n t i n g b o l t s , r e m o v i n g the l o w e r b o l t on 
the f r o n t gene ra to r m o u n t i n g f lange . See F i g u r e 20 . Secure the 
gea r box ad jus t ing a r m t o the gene ra to r m o u n t i n g u s i n g the o r i g i n a l 
5 / 1 6 " X 3 / 4 " cap s c r e w and l o c k w a s h e r . 
8. B o l t the s lo t t ed end of the ad jus t ing a r m loose ly t o the gear box 
cover w i t h a 5 / 1 6 " x 3 / 4 " cap s c r e w , p l a i n w a s h e r and l o c k w a s h e r , 
9. Tens ion the d r i v e b e l t by f o r c i n g on the gear b o x o u t w a r d and 
us ing the i n s i d e f r o n t m o u n t i n g b o l t on the gear box ( t ightened 
snugly) as a f u l c r u m p o i n t , p u l l o u t w a r d on the c l u t c h r o d guide . 

Mon 
When p r o p e r l y t ens ioned . the b e l t should 
not de f lec t m o r e than 3 / 8 " under f i n g e r 
p r e s s u r e m i d w a y be tween the p u l l e y s . 

10. Remove the two 1 / 2 " x 2 - 3 / 4 " cap s c r e w s f r o m the l i f t p i v o t 
b r a c k e t . P o s i t i o n the b l o w e r a s s e m b l y i n f r o n t of t he t r a c t o r and 
place the l o w e r l i f t b r a c k e t i n t o the notches on the l i f t p i v o t brackets 
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F i g u r e 20 

F i g u r e 21 
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The snow b l o w e r w i l l be eas ie r to a s s e m 
ble t o the l i f t p i v o t b r a c k e t i f the t r a c t o r 
f r o n t whee l s a re r a i s e d about 4 " f r o m the 
f l o o r . 

1 1 . A l i g n the Uf t b r a c k e t w i t h the holes i n the l i f t p i v o t b r a c k e t and 
rep lace the 1 /2" x 2 - 3 / 4 " cap s c r e w s . T i g h t e n the double hex nuts 
s ecu re ly . 
12. Place c lu t ch r o d t h r o u g h the guide a r m on the gear box cover 
and b o l t snugly to the i d l e r a r m , F i g u r e 22, w i t h a 5 / 1 6 " x 3 / 4 " 
cap s c r e w and l o c k nut , 
13. Push c lu t ch r o d ahead and engage the ca tch . Connect the c l u t c h 
s p r i n g to the b o t t o m of the i d l e r a r m . 
14. I n s t a l l the secondary d r i v e b e l t as shown i n F i g u r e 22. 
15. I n s t a l l the b e l t guide , F i g u r e 22, to the top hole on the l e f t s ide 
of the l i f t b r a c k e t w i t h a 3 / 8 " x 1 " cap s c r e w , p l a i n w a s h e r , l o c k 
washer , and nut . A d j u s t the guide so i t c l e a r s the b e l t a p p r o x i m a t e l y 
1 /8" when c l u t c h i s engaged. 
16. Connect the l i f t a r m . F i g u r e 2 1 , to the t r a c t o r l i f t l e v e r u s i n g a 
3 / 8 " X 1 -1 /2" cap s c r e w , p i v o t bush ing , l o c k w a s h e r , and nut . C o n 
nect the c l e v i s end of the l i f t a r m t o the l o w e r l ug on the b l o w e r 
l i f t b r acke t w i t h a 3 / 8 " p i n and r e t a i n e r . 
17. Refer t o p a r a g r a p h 2 i m d e r " B e l t A d j u s t m e n t " on Page 8. 
18. Ad jus t the l i f t s p r i n g . See F i g u r e 2. Rev iew the o p e r a t i n g , 
ad jus tment , and maintenance i n s t r u c t i o n s w i t h the o p e r a t o r . 

F i g u r e 22 
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